Comino Wellis

tall basin faucet

ACS0263
»ACCESSORIES CHECKING

LIST OF THE STANDARD ACCESSORIES:

Please double-check the accessory list hereinafter and contact
our company or our distributor for any unconformity.

Remarks:

1.Without affecting their performancing,accessories may be changed
without further notice;

2.Drawings for reference only, Product size & shape refer to actual faucet.

\—Aerator

Code The Accessory List Quantity

1 Main body 1
2 O-ring 1
3 Rubber washer 1
4 Clamp 1
5 Fixing bolt 1
6 Nut 1
7 Inlet pipe 2
*Installation Instructions o )
7z Do not disassemble the main body, as it has been installed & commissioned
correctly & precisely before leaving the factory;
¢ To avoid the faucet from jamming,do flush the water pipe before installation; X Flush
¢ After installation,make sure every joint safely sealed & no leaking; Jf the pipe
¥t Using condition:Working pressure at 0.05-1.0MPa(including cold & hot water Do @ o
pressure), with applicable water temperature:4°C-90°C; Not 7
¥ Make sure to connect the hot/cold inlet pipe correctly,if standing in front,hot Disassemble / 0
water pipe connecting to the left & cold water pipe connecting to the right. L ) o 8 )
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*Installation Procedures

Yt Make sure the installation holes to be in right size;
¥¢ Connect the main body & water supply pipe with water inlet pipe.
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»Usage

YeHow to operate the handle
1) Raise the handle up for opening water; push it down for close;
2) Tum the handle to the left to increase hot water flow for higher
water temperature,and lower water temperature by operating reversely.

% Cleaning & Maintenance

¢ To keep the product clean & shining,follow the as below:
1.Flush with clean water & dry with soft cloth only;
2.If any dirt, clean with soft liquid or transparent glass detergent;
3.Do not use any scrubbing detergent. polisher, sane-cloth. paper tissue or scraper;
4.Do not use acid detergent. indissovable grain-like detergent or soap;
5.Disassemble the aerator off and clean it when necessary.
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magas mosdo csaptelep

Alkatrészek ellendrzése

Standard alkatrészlista

Keérjuk, ellenérizze az alkatrészlistat és Iépjen kapcsolatba vallalatunkkal és

forgalmazonkkal, ha barmilyen rendellenességet tapasztal!

Megjegyzés:

1. Az alkatrészeket, funkciét nem érint6 valtozasok esetén értesités nélkul
modosithatjuk.

2. Arajzok csak referenciaként szolgalnak. A termékek mérete és alakja kapcsan nézze

meg az aktualis vizcsapot!

\— Porlaszté

Wellis’

ACS0263
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Szerele5| Utmutaté

Ne szerelje szét az alaptestet, mert az a gyartas soran lett pontosan 6sszeszerelve
és hitelesitve!

Annak érdekében, hogy elkerllje a csaptelep miikddési problémait, szerelés el6tt
folyassa at alaposan vizzel a vizvezeték rendszert!

Szerelés utan gy6z6djon meg arrél, hogy mindegyik csatlakozas a tomités j6 és
nincs szivargas!

Hasznalati feltétel: 0.05-1.0 MPa Gzemi nyomas (mind hideg és meleg viz esetén) és

4 °C- 90 °C vizh6mérséklet

Gy6z6djon meg arrdl, hogy a hideg és melegviz bevezetd csévet megfeleléen
csatlakoztassal Ha szemben all a csapteleppel, akkor a melegviz-csévet a bal és a
hidegvizcsovet a jobb oldalon csatlakoztassa!
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Szerelési eljaras

Gy6z8djon meg arrol, hogy a szerelési lyukak
megfelel6 méretlek!

Csatlakoztassa az alaptestet és a
vizvezetékcsovet a bevezetd vizvezetékcsbvel!
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Hasznalat Nyitva
Hogyan hasznalja a forgatokart?
1. Acsap megnyitasahoz emelje felfelé, az
elzarashoz nyomja lefelé a kart! K:'
2. Akifolyo viz hémérsékletének zéanva
noveléséhez forgassa balra, mig a bal _ jobb
vizhémérséklet csdkkentéséhez forgassa q melegviz hidegviz

jobbra a kart!

Tisztitas és karbantartas

Kovesse az alabbi utmutatasokat annak érdekében, hogy a

termék tiszta és csillogé legyen!

1. Folyassa at tiszta vizzel és csak puha ronggyal torélje
szarazra!

2. Aszennyez6déseket gyenge folyékony tisztitoszerrel vagy
ablaktisztitéval tavolitsa el!

3. Ne hasznaljon mosdszert, poliroz6t, nedvszivé rongyot,
papirtorlét vagy kaparo eszkozt!

4. Ne hasznaljon savas mososzert, oldhatatlan szemcsés
szerkezetl mososzert vagy szappant!

5. Csavarja le a porlasztot és tisztitsa meg, ha szikséges!
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